EXTECH

S3750THS Series

Lightweight 3" (80mm) Recelpt Printer with
three wireless communication options

INSTRUMENTS

Advantages

¢ Designed to withstand the rigors of mobile computing

e Contemporary, lightweight, robust printer

e Easy “drop-in” paper loading

e Easy to wear with belt loop system or shoulder strap

¢ Field tried, robust IrDA communication standard

e More receipts per charge with new Lithium lon battery

¢ Faster printing to reduce the time to print each receipt

e State-of-the art integrated micro-processor

¢ Flash memory — add logos, bar codes and
other graphic elements

e Optional built-in ISO standard 3-track micro
magnetic-card-readers and/or smart card reader

e Optional Bluetooth™ or 802.11b module for
state-of-the art wireless communication

¢ Full 12 month warranty including print head

New S3750THS Design Details )

Highly Integrated Microcontroller by
ST-Microelectronics:

¢ Flash based Integrated CPU contains firmware, resident
fonts, rotated fonts, downloadable fonts, graphics, logos,
and bar codes

e Incorporates Flash and SRAM memory

® Manages all the features supported by the printer

Low power precision Regulator Circuits:

¢ 8 bit 2 channel A/D circuit to measure system and printer
mechanism voltage levels, battery and thermal print head
temperature

¢ Fail safe and CPU watchdog circuits

Fujitsu Thermal Print Head
(rated at 2" per second at 7.2V):

Fast Charge Circuit with Auto-switch to
Top-Off Charge:

e Power adapter option, auto switch to AC power when
charging adapter is used

¢ Hardware and software power management

e New extra capacity Lithium lon battery cartridge (2200 mA/h)

Easy to Integrate:

¢ Multiple Communication Interfaces including IrDA,
Bluetooth and 802.11b

¢ MS-DOS and Windows compatible with full speed handshake

¢ Print Drivers available for Windows 95, 98, 2000 and XP

¢ Print Utilities available for CE (including Windows CE; Pocket PC;
.NET) and Palm based operating systems

e Easy Load Clamshell style paper load system with pull-bar
release for paper door

e Automatic thermal print contrast control (voltage and
temperature dependent)

¢ High speed, high resolution print

\ ¢ Built-in detectors to monitor voltage and paper-out

Special Features:

¢ Resident fonts to enable printing from 12 to 24 characters per inch

¢ Protective bumpers

 Printer is in-field programmable for firmware, font and logo set-up

e Optional integrated magnetic card reader and/or smart card reader

¢ Two-bay battery charger /
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